
FAMCAMP Service Facility 35% AFNAF Prototype Design

PLUMBING SPECIFICATIONS 15100 - 1

SECTION 15100 - PLUMBING SPECIFICATIONS

A. All work shall comply with provisions of the latest edition uniform plumbing code, the latest edition of
the Uniform Fire Code, and all other codes and regulations set forth by the authority (authorities) having
jurisdiction.

B. Contractor shall pay for all permits, fees, licenses, etc. required for his work.

C. There shall be a one-year guarantee on all work.

D. The drawings do not show all details, fittings, exact location of pipes, etc.  It is left to the designer to
provide the necessary items in an appropriate manner to result in properly functioning systems
acceptable to the architect/engineer.

E. If the contractor wants to provide equipment of different type or manufacture than that called out on
these plans, he shall first submit those items to the Contracting Officer for approval.

F. All work shall be run concealed unless otherwise noted.

G. Contractor shall repair and/or patch all openings or defects due to installation of his work.

H. All materials shall be new and of the quality indicated.  Water lines shall be copper Type L.  Waste and
vent lines shall be cast iron (hubless aboveground, hub and spigot underground).  Gas piping to be Sch.
40 black steel.

I. Insulate all hot water lines with 1-inch fiberglass (Owens Corning or Knauf) with all service jacket.

J. Contractor shall provide record drawings, consisting of marked-up blue-line copy.

K. All water (hot and cold) piping shall be pressure tested and sterilized; all gas piping to be pressure
tested.

L. All plumbing contractors must be qualified and licensed.

M. Provide a sleeve for spacing around all piping which penetrates through foundation slab/beams to allow
for movement. Seal all spacing around pipes with wool material and caulk.

N. All vent and other penetrations through the roof are to be flashed in.

O. When water lines are installed on the exterior wall, the wall insulation shall be between the pipe and the
exterior wall.

P. Install sanitary sewer at 2% slope minimum.

Q. Contractor to provide shop drawings for approval prior to doing installation.

END OF SECTION 15100


